
INSTALLATION INSTRUCTIONS – FS6032 ELITE 
READ ALL INSTRUCTIONS BEFORE STARTING INSTALLATION 

 
 
Step 1.  Place tub and cabinet in the desired location.  Outline the outside  
             perimeter of cabinet on the floor. Outline perimeter of the floor of 
             the tub on the floor.  Check tub for level in all directions. 
 
Step 2.  Look underneath both ends of the tub to determine the amount of  
             mortar that will be needed to fill the entire area under the tubs floor. 
             When the mortar is put in place it will fill from of the underside of  
              tubs floor to the homes sub floor.  This insures the floor of the tub 
              will be solid and never flex. 
 
Step 3.  If the rough in plumbing and electrical are already in place, check to  
             see that everything is positioned correctly.  Adjust as necessary.  If  
             the rough in electrical or plumbing is not in place mark the location 
             on the sub floor where it will need to be installed. (drain, waterlines, 
             electrical etc) 
 
Step 4.  Remove tub and cabinet to install rough in electrical and plumbing. 
 
Step 5.  Remove tub from cabinet.  Do not lift by pipes or jets.  It may be  
             necessary to tilt the tub from side to side and end to end.  Then 
             fill the area that is under the tubs floor with mortar, to much is 
             better than not enough.  Cover the mortar with a 3 or 4 mill plastic 
             sheets which will allow the tub to be removed if needed after the  
             mortar hardens.  Keep the mortar far enough away from rough in 
             plumbing and electrical to not interfere with their installation or use. 
 
 
 
 

INSTALLATION INSTRUCTIONS – FS6032 ELITE 
READ ALL INSTURCIONS BEFORE STARTING INSTALLATION 

(continued) 
 
Step 6.  Put the cabinet in place and install 4 small wooden blocks, one in 
             each corner.  The blocks should be installed to the floor to keep the 
             cabinet from moving. 



 
 
 
 
Step 7.  Place tub back into the cabinet. Never lift by pipes or jets!  Push 
             the tub into the mortar until it is entirely seated into the cabinet. 
 
Step 8.  Hook up all electrical and plumbing after mortar is hardened. 
 
Step 9.  Take the silicone caulk provided and seal where the tub 
              and cabinet meet.  This step can be eliminated if desired. 
 
 
For questions or assistance call:  1-800-795-7480 
 
 


